
TOP SECTION 
g" = 1 '-0" 

DOOR BOTTOM DETAIL 

g" = 1'-0" 

LEGEND: 
1. STAINLESS STEEL DOORS WITH HOLLOW METAL CORE.
2. CLADDING

/

VENEER AS INDICATED ON DOOR SCHEDULE. 
3. 1

/ 

4" STAINLESS STEEL THRESHOLD SHIPPED LOOSE FOR INSTALLATION BY 
DOOR INSTALLER. 
4. RF BRONZE SEAL TO BE FIT AND APPLIED BY INSTALLER ON SITE.
5. RF DOOR BOTTOM SEAL TO BE FIT AND APPLIED BY INSTALLER AT SITE.

HINGE EDGE DETAIL 

9" = 1 '-0" 

TOP OF FINISHED FLOOR 
COVERING MA TERI AL 

LATCH EDGE DETAIL 

g" = 1'-0" 

,.. 

L.��-1 I :: Br: 

04-02-2025 

AMBICO 
REWIION: 

SPECIALIZED DOORS· FRAMES WINDOWS 
-------------------------------------------

AA 

0 

DRAWl4G 1111.E:  

60dB RF-SHIELDED NON-FIRE RATED WOOD DOOR

AutoCAD SHX Text
18"

AutoCAD SHX Text
18"

AutoCAD SHX Text
2 "14"

AutoCAD SHX Text
18"

AutoCAD SHX Text
TOP OF FINISHED FLOOR COVERING MATERIAL

AutoCAD SHX Text
716"

AutoCAD SHX Text
14"

AutoCAD SHX Text
DRAWING TITLE:

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
REVISION:

AutoCAD SHX Text
UP TO 60dB RF-SHIELDED DOOR

AutoCAD SHX Text
04-02-2025

AutoCAD SHX Text
AA

AutoCAD SHX Text
0

AutoCAD SHX Text
DOOR BOTTOM DETAIL

AutoCAD SHX Text
9" = 1'-0"

AutoCAD SHX Text
LEGEND: 1. STAINLESS STEEL DOORS WITH HOLLOW METAL CORE.  2. CLADDING/VENEER AS INDICATED ON DOOR SCHEDULE. 3. 1/4" STAINLESS STEEL THRESHOLD SHIPPED LOOSE FOR INSTALLATION BY  DOOR INSTALLER.  4. RF BRONZE SEAL TO BE FIT AND APPLIED BY INSTALLER ON SITE. 5. RF DOOR BOTTOM SEAL TO BE FIT AND APPLIED BY INSTALLER AT SITE.

AutoCAD SHX Text
HINGE EDGE DETAIL

AutoCAD SHX Text
9" = 1'-0"

AutoCAD SHX Text
TOP SECTION

AutoCAD SHX Text
9" = 1'-0"

AutoCAD SHX Text
LATCH EDGE DETAIL

AutoCAD SHX Text
9" = 1'-0"


	Sheets and Views
	Ambico


